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§ 70.10–39 Rivers.
Under this designation shall be in-

cluded all vessels whose navigation is
restricted to rivers and/or canals exclu-
sively, and to such other waters as may
be so designated by the Coast Guard
District Commanders.

§ 70.10–41 Recognized classification so-
ciety.

The term recognized classification soci-
ety means the American Bureau of
Shipping or other classification society
recognized by the Commandant.

§ 70.10–42 Sailing vessel.
This term means a vessel with no me-

chanical means of propulsion, all pro-
pulsive power being provided by sails.

§ 70.10–43 Short international voyage.
A short international voyage is an

international voyage in the course of
which a vessel is not more than 200
miles from a port or place in which the
passengers and crew could be placed in
safety. Neither the distance between
the last port of call in the country in
which the voyage begins and the final
port of destination nor the return voy-
age may exceed 600 miles. The final
port of destination is the last port of
call in the scheduled voyage at which
the vessel commences its return voy-
age to the country in which the voyage
began.

[CGD 84–069, 61 FR 25287, May 20, 1996]

§ 70.10–44 Specially suitable for vehi-
cles.

A space which is specially suitable for
vehicles is one designed for the carriage
of automobiles or other self-propelled
vehicles with batteries connected and
fuel tanks containing gasoline on ves-
sels on ocean or unlimited coastwise
voyages. Requirements for the design
and protection of spaces specially suit-
able for vehicles appear in subparts
72.15, 76.15, 77.05, 78.45, 78.47, and 78.83 of
this subchapter. In addition, prepara-
tion of automobiles prior to carriage,
with the exception of disconnecting
battery cables, must be in accordance

with the applicable provisions of 49
CFR 176.905.

[CGFR 66–33, 31 FR 15281, Dec. 6, 1966 as
amended by CGD 86–033, 53 FR 36024, Sept. 16,
1988]

§ 70.10–45 Vessel.

Where the word vessel is used in this
subchapter, it shall be considered to in-
clude all vessels indicated in column 4
of table 70.05–1(a), which are of more
than 65 feet in length measured from
end to end over the deck excluding
sheer, except as otherwise noted in this
subpart.

Subpart 70.15—Equivalents

§ 70.15–1 Conditions under which
equivalents may be used.

(a) Where in this subchapter it is pro-
vided that a particular fitting, mate-
rial, appliance, apparatus, or equip-
ment, or type thereof, shall be fitted or
carried in a vessel, or that any particu-
lar provision shall be made or arrange-
ment shall be adopted, the Com-
mandant may accept in substitution
therefor any other fitting, material,
apparatus, or equipment, or type there-
of, or any other provision or arrange-
ment: Provided, That he shall have been
satisfied by suitable trials that the fit-
ting, material, appliance, apparatus, or
equipment, or type thereof, or the pro-
vision or arrangement shall be at least
as effective as that specified in this
subchapter.

(b) In any case where it is shown to
the satisfaction of the Commandant
that the use of any particular equip-
ment, apparatus, or arrangement not
specifically required by law is unrea-
sonable or impracticable, the Com-
mandant may permit the use of alter-
nate equipment, apparatus, or arrange-
ment to such an extent and upon such
conditions as will insure, to his satis-
faction, a degree of safety consistent
with the minimum standards set forth
in this subchapter.
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